


BNL 50 3-pt Mounted Sprayer

BNL 50 3-Point sprayer

An excellent choice for use with compact tractors that will
enable municipal and industrial turf care professionals easy
maneuverability. Simple to mount and operate.

BNL 50

BNL 50 standard equipment includes HARDI 503 diaphragm
pump with PTO drive, M70 spray controls and spray gun with
40’ of 1/2” hose and hose wrap. An optional 14’ horizontal fold
boom, HARDI 110° ISO Snap Fit nozzles are available.

BNL features

»  HARDI 503 diaphragm pump with 540 RPM PTO drive and
PTO shaft

»  Tank capacity: 50 gallons

»  Heavy duty frame with Cat. I-Il hitch

v Optional Boom: 14’ horizontal fold with fore and aft breakaway

v M70 control

» 2 1/2” glycerin filled pressure gauge

»  Distribution valves for spray gun and optional boom control
for two boom sections.

v Two filter system; suction and nozzle filters

v Return pump flow for system agitation and mixing

»  HARDI 110° ISO flat fan Snap Fit nozzles

»  Filter basket for main tank lid (keeps debris out of tank when
filing water and adding product)

v Tank sump

»  Bottom tank drain

v Hose wrap with spray gun holder

»  Spray gun with 40’ of 1/2” hose

HARDI NORTH AMERICA
7301 Vine Street Court, Davenport, IA 52806

Phone: (563) 386-1730 - Fax: (563) 386-1280
E-mail: info@hardi-us.com - www.hardi-us.com

www.hardi-us.com

SPECIFICATIONS
Tank Size Boom Size  Spray Width Pump Model Pump Capacity Max pump Weight
(gal) (ft) (ft) (gpm)  pressure (PSI) (Ib)
50 NA NA HARDI 503 4.2 220 185
50 14 1347 HARDI 503 4.2 220 225

Max dimensions with optional 14" boom (BNL 50) 53"L x 41"W x 61"H
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